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534 mm

350 mm

260 mm

pre-assembled
universal
connector

Distance for
brunner yoke.

Choose suitable for 

mounting your yoke.

pre-assembled
universal
connector

ASSEMBLY

very loosely
pre-assembled

universal
connector

M8x30

518 mm
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402 mm

pre-assembled
universal
connector

pre-assembled
universal
connector

cap

cap
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2x roller

2x bearing

2x M4x20
flat head

2x curved spring washer

USUALLY PRE-ASSEMBLED
2x

star knob

2x
slot nut

M6

2x

4x
washer Ø12
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plastic cap
screwable

Detail
(has to be done on both sides)

2x
washer Ø16
black

2x
M8x30, black
extrem low head
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555 mm
530 mm

4x pre-assembled
universal connector

Use a plan surface Use a plan surface 
for assembly.for assembly.

caps

threadsthreads

threadsthreads
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4x
slot nut

M8

4x
slot nut

M8

4x
M8x14

flat head
black

on both sides

min. 80 mm

before 2024
(6mm thick plates)

4x M8x16
flat head, black
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4x
slot nut
M8

on the
other 

side
too

4x
M8x14

flat head
black

on the
other 

side too

before 2024
(6mm thick plates)

4x M8x16
flat head, black
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roll into the 
upper slot

detail views

Loosen the star knobs 
slightly so that the slot 
nuts can be inserted.
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cap on
each side

2x
M8x14
flat head
black

cap on
each side

detail

before 2024
2x M8x16
flat head, black
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4x
slot nut

M5

ASSEMBLING A BRUNNER YOKE
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4x
M5x14

4x
washer Ø10
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UNIVERSAL ASSEMBLING WITH BRACKETS

slot nut
M6

washer 
Ø12

M6x20

detail view

bracket

1.
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change 
distance if 
necessary

Choose positions 
that fit for your 
yokes mounting 
holes.
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Alternative positions for the brackets
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OPERATION

Loose the red 
marked bolts 
on each side 
to adjust the 

height.

Loose the 4 star knobs.

Grab on both sides
and move evenly!
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5°

25°
Loosen the bolts marked in 
red on both sides to tilt the 
yoke.


